I-95 Corridor Coalition

Move Over


Move Over Laws
Florida, Title XXIII, Section 316.126
2.  Shall slow to a speed that is 20 miles per hour less than the posted speed limit when the posted speed limit is 25 miles per hour or greater; or travel at 5 miles per hour when the posted speed limit is 20 miles per hour or less, when driving on a two-lane road, except when otherwise directed by a law enforcement officer.

Illinois, 625 ILCS 5/11‑907

(2) proceeding with due caution, reduce the speed of the vehicle, maintaining a safe speed for road conditions, if changing lanes would be impossible or unsafe.

Indiana, IC 9-21-8-35

(2) proceeding with due caution, reduce the speed of the vehicle, maintaining a safe speed for road conditions, if changing lanes would be impossible or unsafe.

Iowa, Section 321.323A

b.  If a lane change under paragraph "a" would be impossible, prohibited by law, or unsafe, reduce the speed of the motor vehicle to a reasonable and proper speed for the existing road and traffic conditions, which speed shall be less than the posted speed limit, and be prepared to stop.

Kansas, Section 8-1530

(2)   if the driver is not traveling on a highway of a type described in paragraph (1), or if the driver is traveling on a highway of that type but it is not possible to change lanes or if to do so would be unsafe, the driver shall proceed with due caution, reduce the speed of the motor vehicle and maintain a safe speed for the road, weather and traffic conditions.

Kentucky, Section 189.930

(b) Reduce the speed of the vehicle, maintaining a safe speed to road conditions, if changing lanes would be impossible or unsafe.

Maine, Section 2054-9

B. If passing in a nonadjacent lane is impossible or unsafe, pass the emergency vehicle at a careful and prudent speed reasonable for passing the authorized emergency vehicle safely.

Michigan, Section 257.653a

(b) On any public roadway that does not have at least 2 adjacent lanes proceeding in the same direction as the stationary authorized emergency vehicle, or if the movement by the driver of the vehicle into an adjacent lane or 2 vehicle widths apart is not possible as described in subdivision (a), the approaching vehicle shall reduce and maintain a safe speed for weather, road conditions, and vehicular or pedestrian traffic and proceed with due care and caution, or as directed by a police officer.

Minnesota, Section 169.18

Subd. 11. Passing parked emergency vehicle. When approaching and before passing an authorized emergency vehicle that is parked or otherwise stopped on or next to a street or highway having two or more lanes in the same direction, the driver of a vehicle shall safely move the vehicle to a lane away from the emergency vehicle. 

Section 169.14
Subd. 3. Reduced speed required. (a) The driver of any vehicle shall, consistent with the requirements, drive at an appropriate reduced speed when approaching or passing an authorized emergency vehicle stopped with emergency lights flashing on any street or highway... [text continues about other reasons to slow down unrelated to presence of law enforcement]

(b) A person who fails to reduce speed appropriately when approaching or passing an authorized emergency vehicle stopped with emergency lights flashing on a street or highway shall be assessed an additional surcharge equal to the amount of the fine imposed for the speed violation, but not less than $25.

Missouri, Section 304.022

“(2) Proceed with due caution and reduce the speed of the vehicle, maintaining a safe speed for road conditions, if changing lanes would be unsafe or impossible.”

Montana, Section 61-8-346

(a) reduce the vehicle's speed, proceed with caution, and, if possible considering safety and traffic conditions, move to a lane that is not adjacent to the lane in which the authorized emergency vehicle or police vehicle is located or move as far away from the authorized emergency vehicle or police vehicle as possible; or 
(b) if changing lanes is not possible or is determined to be unsafe, reduce the vehicle's speed, proceed with caution, and maintain a reduced speed, appropriate to the road and the conditions, through the area where the authorized emergency vehicle or police vehicle is stopped.

Nevada, Statute 484.364

(a) Decrease the speed of his vehicle to a speed that is:
(1) Reasonable and proper, pursuant to the criteria set forth in subsection 1 of NRS 484.361; and
(2) Less than the posted speed limit, if a speed limit has been posted

North Carolina, Section 20-157

(2)  Slow the vehicle, maintaining a safe speed for traffic conditions, and operate the vehicle at a reduced speed until completely past the authorized emergency vehicle. This paragraph applies only if the roadway has only one lane for traffic proceeding in the direction of the approaching vehicle or if the approaching vehicle may not change lanes safely and without interfering with any vehicular traffic.

North Dakota, Section 39-10-26

2. If an authorized emergency vehicle is parked or stopped at the scene of an emergency and is displaying a flashing, revolving, or rotating blue, white, or red light, approaching traffic shall move to the right-hand edge or curb of the roadway and shall stop, but once having stopped, traffic may proceed past the scene at its own risk when the roadway is clear, except when otherwise directed by a police officer. If an authorized emergency vehicle is otherwise parked or stopped on a multilane highway outside the limits of a city unless the highway is part of the interstate system, and the authorized emergency vehicle is displaying a flashing, revolving, or rotating amber, blue, white, or red light, the driver of an approaching vehicle shall proceed with caution and yield the right of way by moving to a lane that is not adjacent to the authorized emergency vehicle if the move may be made with due regard to safety and traffic conditions or if not, the driver shall proceed with due caution, reduce the speed of the vehicle, and maintain a safe speed for the road conditions.

Ohio, Section 4511.21.3

(1) If the driver of the motor vehicle is traveling on a highway that consists of at least two lanes that carry traffic in the same direction of travel as that of the driver's motor vehicle, the driver shall proceed with due caution and, if possible and with due regard to the road, weather, and traffic conditions, shall change lanes into a lane that is not adjacent to that of the stationary public safety vehicle.

(2) If the driver is not traveling on a highway of a type described in division (A)(1) of this section, or if the driver is traveling on a highway of that type but it is not possible to change lanes or if to do so would be unsafe, the driver shall proceed with due caution, reduce the speed of the motor vehicle, and maintain a safe speed for the road, weather, and traffic conditions.

Oklahoma, Section 47-11-314

1.  If traveling on a highway that consists of two or more lanes that carry traffic in the same direction of travel as that of the driver, the driver shall proceed with due caution and shall, if possible and with due regard to the road, weather, and traffic conditions, change lanes into a lane that is not adjacent to the stationary authorized emergency vehicle; or if the driver is not able to change lanes or if to do so would be unsafe, the driver shall proceed with due caution and reduce the speed of the motor vehicle to a safe speed for the existing road, weather, and traffic conditions; and

2.  If traveling on a highway other than a highway described in paragraph 1 of this subsection, the driver shall proceed with due caution and reduce the speed of the motor vehicle to a safe speed for the existing road, weather, and traffic conditions.

Pennsylvania, Section 3327

When approaching or passing an emergency response area, no person shall drive a vehicle…at a speed greater than is reasonable and prudent under the conditions, having regard to the actual and potential hazards then existing.

South Carolina, Section 56-5-1538

(G) A person driving a vehicle approaching a stationary authorized emergency vehicle that is giving a signal by displaying alternately flashing red, red and white, blue, or red and blue lights, or amber or yellow warning lights shall proceed with due caution, significantly reduce the speed of the vehicle, and:

(1) yield the right-of-way by making a lane change into a lane not adjacent to that of the authorized emergency vehicle, if possible with due regard to safety and traffic conditions, if on a highway having at least four lanes with not less than two lanes proceeding in the same direction as the approaching vehicle; or

(2) maintain a safe speed for road conditions, if changing lanes is impossible or unsafe. 

South Dakota, Section 32-31-6.1

If driving on a two lane highway, slow to a speed that is at least twenty miles per hour less than the posted speed limit or five miles per hour when the speed limit is posted at twenty miles per hour or less and proceed with caution, unless otherwise directed.

Utah, Section 41-6-76

2) The operator of a vehicle, upon approaching a stationary authorized emergency vehicle that is displaying alternately flashing red, red and white, or red and blue lights, shall:

(a) reduce the speed of the vehicle;
(b) provide as much space as practical to the stationary authorized emergency vehicle; and
(c) if traveling in a lane adjacent to the stationary authorized emergency vehicle and if practical, with due regard to safety and traffic conditions, make a lane change into a lane not adjacent to the authorized emergency vehicle.

Vermont, Section 1050

[no specific mention of speed]

Virginia, Section 46.2-921.1

The driver of any motor vehicle, upon approaching a stationary emergency vehicle, as defined in § 46.2-920, that is displaying a flashing, blinking, or alternating emergency light or lights as provided in §§ 46.2-1022, 46.2-1023, and 46.2-1024, shall (i) on a highway having at least four lanes, at least two of which are intended for traffic proceeding as the approaching vehicle, proceed with caution and, if reasonable, with due regard for safety and traffic conditions, yield the right-of-way by making a lane change into a lane not adjacent to that occupied by the stationary emergency vehicle or (ii) if changing lanes would be unreasonable or unsafe, proceed with due caution and maintain a safe speed for highway conditions.

West Virginia, Section 17C-14-9a

(1) Proceed with due caution, yield the right-of-way by making a lane change not adjacent to that of the authorized emergency vehicle, if possible with regard to safety and traffic conditions, if on a highway having at least four lanes with not less than two lanes proceeding in the same direction as the approaching vehicle and reduce speed to a safe level for road conditions; or
(2) Proceed with due caution, reduce the speed of the vehicle, maintaining a safe speed not to exceed fifteen miles per hour on any nondivided highway or street and twenty-five miles per hour on any divided highway depending on road conditions, if changing lanes would be impossible or unsafe.

Wisconsin, Section 346.072

(b)  Slow the motor vehicle, maintaining a safe speed for traffic conditions, and operate the motor vehicle at a reduced speed until completely past the vehicle or machinery.  This paragraph applies only if the roadway has only one lane for traffic proceeding in the direction of the approaching motor vehicle or if the approaching motor vehicle may not change lanes safely and without interfering with any vehicular traffic.

Wyoming, Section 31‑5‑224

(i)  When driving on an interstate highway or other highway with two (2) or more lanes traveling in the direction of the emergency vehicle, shall merge into the lane farthest from the emergency vehicle, except when otherwise directed by a police officer;

(ii)  When driving on a two (2) lane road, shall slow to a speed that is twenty (20) miles per hour less than the posted speed limit, except when otherwise directed by a police officer.

